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PHOTO PRODUCT FAMILY: THERMOSTATIC MIXERS
CODE: TMTCOM100FCR
DESCRIPTION: 
Thermostatic mixer for communities

HYDRAULIC PERFORMANCES:
Pressure (bar) 0,5 1 2 3 4 5
Flow rate (l/min) 32 42 55 65 72 80
N° showers serviceable 3 4 5 6 7 8

CERTIFICATIONS: 
TUV syseTem certification UNI EN ISO 9001:2008.
Comply to technical rule UNI EN 1111. 

PRODUCT FEATURES:
Thermostatic mixer for communities, with 1” body, available in two versions: without connections (1” G female inlet and outles, code 
TMTCOM100FSR) and with connections, check-valves and filters (¾” G female inlets, 1” G female outlet, code TMTCOM100FCR).
It adjusts the water temperature at the desired value automatically, regardless of pressure variations.
It ensures the utmost comfort, a considerable water and energy savings and prevents accidental scalds to occur. It can be installed in
community bathrooms and showers: gyms, sports centres, swimming pools, etc. In case hot or cold water should fail to deliver mancata
alimentazione the water delivery will be reduced so as to avoid scalds or cold showers. The knob features a blocking device set at 38 °C.

TECHNICAL DETAILS:
Max operation pressure: 10 bar
Min pressure: 0,5 bar
Recommended pressure: 1 ÷ 5 bar
Max. hot water temperature: 85° C
Scaled knob: 20 ÷ 50° C 
Kv: 2,5 m3/h
Safety block: 38° C
Connections: 1” f - 3/4” f with check-valves and filters

INSTALLATION: 
Respect the connections: HOT (H) = hot water inlet ; COLD (C) = cold water
inlet; MIX = mixed water outlet
- If the temperatures of hot and cold water are considerably different, it is
necessary to install check valves on the inlets.
- If the supply water contains corpi estranei it is necessary to install filters.
SETTING:
1 – Position the knob so that the mixed water temperature is 38°C (check with
a thermometer);
2 – Pull out the knob after removing the boss and the screw underneath;
3 – Put the knob back ensuring that No 38 corresponds to the reference rate,
fasten the screw and boss.

PRODUCT COMPOSITION: 
Mixer's body - Brass UNI EN12165 CW617N sandblasted and nickel-plated
Knob - Hostaform/ABS
Internal components - UNI EN12164 CW614N
O-ring - NBR
Internal elements - Brass CW614-N

PRODUCT PACKING: 
Packing according to needs.
Weight: 0,7 kg (without packing).

The above mentioned information cannot be considered as binding. Thermomat Srl                 reserves the right to make technical and aesthetic changes without any prior notice.
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